
  Internal Pneumatic
Line-Up Clamps

PIPELINE SOLUTIONS



ICA 6”- 18”- NON SELF POWERED

Speci!cation
• Non Self powered Pneumatic Internal Pipe Line-up clamp
• Front and rear heads operate independently to lock the clamp into position, release 
  accurate alignment of pipe joints quickly and e!ciently
• Polyurethane / Nylon wheels provided at extra cost to protect internal coating
• Easily adjustable for di"erent pipe wall thickness
• Conversion kit for various pipe sizes are available at extra cost
• Available in size from 6” to 18”
• Nr. 1 Steel Drive Control Rod Minimum Length=12 m.
• Safety brake system: included



The herein shown dimensional drawings, technical data and performance charts of our manufactured pipelayer machines are to be deemed indicative. 
It is faculty of the manufacturer make some modi#cations of the proposed products, without any obligation of advanced notice.

ICA 16”- 32”- SELF POWERED

Speci!cation
• Assures a quick and accurate alignment of two joints of pipe during the welding operation
• Front and rear heads operate indipendently to lock the clamp into position, realize accurate 
  alignment of pipe joints quickly and e!ciently
• Comes with alloy steel wheels
• Polyurethane/Nylon wheels provided at extra cost to protect internal cost
• Easily adjustable for di"erent pipe wall thickness
• Converasation kits for various pipe sizes are available at extra cost
• An ideal choice for construction of oil and natural gas pipeline
• Technical speci#cation for above 52” will be provided on request
• Nr. 1 Steel Drive Control Rod Minimum Length=12 m.
• Safety brake system: included
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  ICA 34”- 52” - SELF POWERED


